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BA4825                                       HSA4051                                  BP4610                               As-161-30/60                              HVA4321

Appearance

Frequency
band

Output 
Voltage

Output 
Current

Other
feature

BA4825 : DC to 2MHz 
BA4825 : DC to 50MHz 

BA4825 : 100Vrms 
BA4825 : ±20V 

BA4825 : 0.5Arms
BA4825 : ±1A 

① DC to 1MHz
② DC to 500kHz
③ DC to 10MHz

① 150Vp-p
② 300Vp-p
③ 142Vp-p

① 2.82Ap-p to 11.3Ap-p
② 2.83Ap-p to 5.66Ap-p
③ 2.8Ap-p

DC to 150kHz DC to 150kHz

Constant voltage :
DC to 7kHz

Constant voltage : 
DC to 6kHz

120Vp-p
(－5V to +115V,
－115V to +5V) 

BP4610 : ±10A(30Ap-p)

BP4620 : ±20A(60Ap-p)

±10kV

±10mApk(DC+AC)

① －15V to +60V
② －10V to +30V

•Slew rate
BA4825 : 500V/㎲
BA4850 : 6000V/㎲
•Low-output impedance
•Output polarity switching
•Output range shift(BA4825)

•DC bias addition(BA4825)

•Slew rate
400V/㎲ to 5000V/ ㎲

•Low-output impedance
•Output range shift
•DC bias addition
•DC offset adjustment
•Six models in the same 
series

•Built-in sequential signal
source
•Operation with constant
voltage/current
•Response calibration
•Voltage current limiter
•Output on/off and 
memory function

•Low-output impedance
•Slew rate limit adjustable
to five levels
•Durability to C load : 
10µF or less
•Output monitoring
•Customized specifications
available

•Slew rate
Contant voltage : 500V/ ㎲
Contant current : 1mA/ ㎲
•3 output modes
•Voltage current monitor
output
•Small output residual 
noise

BA Series                   

High Speed Bipolar         
Power Amplifier 

BP Series                   

Bipolar Power Supply     

HSA Series                   

High Speed Bipolar         
Power Amplifier 

As-161 Series                   

High Speed Bipolar Amplifier         

HVA4321                  

10kV AC/DC Amplifier


